Queries Related to Quicknet Phone Jack Card

1. Is it a PCI or ISA based? Preference: PCI

2.  What Interfaces the card is providing?

3.  Which all configurations of the card are possible?

4.  How the codec selection can be done?

5.  Is the configuration to the codec parameters like frame size, frames per packet possible? How can one know which are the default values set for a particular codec?

6.  Whether it supports doing simultaneous multiple conferences with the different codecs? It means suppose I want to do one conference with the s/w codec like G.722 and the other with the G.729, a h/w codec, so is it possible to do that? In this case where the i/p and o/p of microphone and speaker will go.?

7.  Whether the drivers are available for the kernel 2.4.22 and kernel 2.6.x. If yes for 2.6.x series then for what kernel 2.6 series there is the stable version of the card driver.

8.  Can I use this card without having the Microtelco account? Because I don’t want to call the outside PSTN numbers. I want to write my own Gateway.

9. Will the hardware codec compression and coding/decoding delays be available? Whether the specifications will take care of the delays and the tolerance.

10.  Can I use my PC sound card along with the Phone Jack card?

11.  What the total kit will contain? (H/W card + software + Driver etc.).

12.  Are you going to provide some card-checking tool by which we can find whether the card is working or not?

13.  Can you send the complete specifications of the card?

